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CONVERSION BOARD  0,4 Volt – 2 Volt to 4 – 20 mA 
 

 

 
 

 
 

 

 
The electronic board convert a 
signal from 0,4 – 2 volt to a  
4-20mA signal  
 
The 0,4 – 2 volt signal can present 
an error of +/- 20% and it can be 
correct with the 2 trimmer 
onboard. 
 
 

 
 
 

STANDARD CONVERSION RANGE: 0,4 – 2 Volt 

OUTPUT SIGNAL: 4 – 20 mA –powered Mosfet Driver 

MAXIMUM 4-20 mA LINE ALLOWED 500 meter 

MAXIMUM RECIVER IMPEDENCE 4-20 mA 10 – 250 OHM 

FUNCTION TEMPERATURE: -20 ÷ +60 °C  

HUMIDITY: 0 ÷ 95 % 

POWER SUPPLY: 16,75 ÷26 Vcc 

CALIBRATION: trimmer (zero and span). 

AUXILIARY OUTPUT VOLTAGE: 5 Volt – 300 mA 

DIMENSION: 65X70X30 

  

THIS PRODUCT IS NOT INSTALLABLE IN A EX AREA. 
 

 
If the product is correctly installed and powered with a good source power supply the transmitter is 
certified for:: 
 
 
 

• CEI EN 50270: 
EN 61000-4-3  EN 61000-4-8  EN 61000-4-2 
EN 61000-4-6  EN 61 000-4-4 EN 61000-4-5 
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APPLICATION NOTE 
 

 
 

 
 

 
 


